FEATURES:
® For MAUs, hubs, and motherboard

applications

® High performance for maximum EMI
suppression

® Minimum 1500 Vrms isolation

® Compatible with multiple 10Base-T chips

YUAN DEAN SCIENTIFIC
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LAN Filters

12F/14F SERIES

10 Base-T

Through Hole Interface
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Electrical Specifications@25°C-Operating Temperature 0°C to 70°C

Attenuation

(dB MIN)
Insertion
Package Loss

Part Number Type 1to 10
(Pins) MHz 30-50 MHz 50-100MHz

(dB max)
X RX X RX
12F-01NL DIL(16) -1.0 -30 -15 -35 -20
14F-01NL DIL(16) -1.0 -30 -15 -35 -20

(

Return Loss

1 to 1T0MHz
100Q+15Q
(dB MIN)

-15

-15

TEL : 886-6-3842899
E-MAIL: ydsweb@yds.com.tw

Common Mode

Rejection
(dB MIN)
Cross talk
1to 30
MHz
(dB MIN)
50MHz 100MHZ
-30 -35 -30
-30 -35 -30
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12F/14F SERIES
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12F-01 14F-01
4o CHIP SIDE UTP SIDE
T B LS 1o F —or
PASS 3||& == <«—1000Q Low .
FILTER 43”% c FII’II_\TSESR qu = =—1000Q
30 [ ‘ 014 3 0 , N
20— —O15 20— ———o15
1:1
60— gy A6 O 11 -
o | "7 Low %H% >
FILTER * FILTER B <+— 100 Q
8 O— < O 9 8 O— o9
70— L 010 70— L o10

www.yds.com.tw

A
Rev:1 2018/11/09




